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89 a zooka Training Launcher

Supply No. 6920-12-127-4477 NATO Identification No. 127-4477

Description and Operating Instructions

1. PURPOSE

The 89 m bazooka training launcher is used for training and combat
firing with 20 ma target smition.

2. DESCRIPTION

2.i. General
The 89 m bazooka training launcher is an adaptation of the
89 = basooka experimental rocket (construction -- see
diagram)

2.2 Parts
2.2.1 Boad
2.2.2 Jacket
2.2.3 Barrel with charging space and charging chamber and threads
2.2.4 Supporting rin& with plastic core
2.2.5 Insulated contact ring
2.2.6 Contact screw
2.2.7 Plug recepticles
2.2.8 Safety clmp with printed label
2.2.9 Safety pin
2.2.10 Safety cover

3. PREPARATION ar ThAIMIM LAUNM h! FOR FIRING

3.1 Charging training launcher with 20 mu target ammuition for
89 =m bazooka

3.1.1 Slip safety clap on to contact ring and supporting ring in
such manr that both rings are short circuited through
metallic contact.

3.1.2 Safety pin mt be made safe with safety cover
3.1.3 Target immnition (20 -) nast be placed in bell and screwed

tight, finger tight, until cartride base touches (about 1j
turns).

3.1.4 Insert double plug of target anuwition in plug recepticles
with plastic core

1m.



MANIPULATION AND FIRING

4.1 Irserting and Remving Shell
The prepared training launcher is manipulatsd for inserting
and removing umition in exactly the sam way as the comat
and training bazooka (89 mrm).

4.2 Firing
The shells of the training ammnition (20 mm) are adapted in
their trajectory to the 89 = rockets. The instructions for
firing the 89 m bazooka are therefore also valid for firing
with the 20 mm training a:nmwition.

4.3 When firing on the firing range, the instructions in VM Sheet
No 29. pp 611-614 are applicable.

5. CLANING Of THE TRAINING LAUNCHER FOR THE AS-EQUIMENT

5.1 Remove powder residue by means of a bore cleaner and water from
the barrel of the equipment

5.2 Dry equipment inside and out.
5.3 Contact ring and bright nut in the supporting ring must be de-

oxidized by means of a metal polish in order to prevent firing
failures.

5.4 If powder residue is extremely heavy, clean repeatedly while the
weapon is being L;ed for firing.

5.5 Carefully oil the equipment after removing all powder residue.
5.6 Remove all oil from tube and barrel of the equipment because

powder residues otherwise will adhere too easily.



KU!T TO TE DNMIIUQS

a. Safety claw for short civcuit (shorting plus)

low* before leading

b. Had

c. lBarrel with loading space and thrsad

d. Husing

a. Support ring with plastic re

f. Safety clap with Instrwtion label

S. Safety pin

h. Safety clip

i. Insulated sontact ring

J. Contact screw

k. Plug-in bushing

1. Training launcher for 89 baxooka



AUSBI LDU NGS-SCH IE SSGE RXT

BAZOOKA 89 mm.
Versorgungs-.r 6920-12-127-4477 - NATO- Identifizierungs-.r. 127-4477

Gerd~tabschbrelibung und Bedienungsanweisung

1. Zweck 4. Handhaben und SdiIlf3.n

Dos Ausbildungs-Schief~gerot fur B A ZOO K A 89 mm 4.1 Laden ua Entladen
Abkmm-urn Schio nd eehscife 0m Dos vorbereitete Ausbildungs.Schief~gerdt wird beim

Abkom-Muniion.Laden und Entladen der Waffe genouso gehandhabt
2. Kurzbeschr.iibung wie die Gefechts- und Ubungsrakete BAZOOKA 89mm

2.1 Allgemeines 4.2 Schief~en
Dos Ausbildunqs Schiel~ger6t fur BAZOOKA 89 min Die Geschosse der Abkomm.Munition 20 mm sind in
ist elne Nachbildung der E X- RA KETE B AZOO K A ihrer Flugbahn den Raketen 89 mm ongeglichen.
89 mm (Aufbou siehe Schnittzeichnung) Die Vorschriften for dos Schief~en mit B A ZOO K A

2.2 Teile 89 mm haben daher ouch beim Schieflen mit der
2.2.1 Kopf 20 mm Abkomm-Muniiion voile Gultigkeit.
2.2. " Mantel
2.2.3 Louf mit Lodungsroum und Gewindle 4.3 Beim Schief~en af Gewehrschiefistdnden gelten die
2.2.4 St~tzring mit Kunststoffkern Bestimmungen gem613 VM Blatt Nr. 29, Seite 611.614
2.2.5 Isolierter Kontoktring
2.2.6 Kontakt-Schroube
22.7 Steckbuctisen S. Ueinigung dos Ausbollidungs-SdsleGgerafte
22.8 Sicherungiklammer mit beschriftctem Anhdnger F~r AS-Genat
2.2.9 Sicherongsstifl
2.2.10 Sicheruiigsschelle 5.1 Mit Hilfe eine Laufwischers Schworzpulverrgckst6nde

3. Vorbesreltung dos Ausbildowngs-SchI.Ogoratee ous dem Laf des Gerdteb mot Wnsie- entfernon.
zum Sdsleflen 5.2 Gerdt innen und ouf~en trr..kenwischen.
3.1 Loden des Ausbildungs-Schie~gerdhtes mit 20 mm 5.3 Kontoktring und blonke Nut im Swtlzring mot elnom

Abkomm Munition for BAZOOKA 89 mm Metoal puti mittel von Okydsdiictten befresen, urn
3,1.1 Sicherungsklamrmer oaf Kointokilring und Stutz. Zundcversoger zu vermeiden.

ring derort oufschieben, daot hierdlurch beide
Ringe durch metollische Verbindlung kurzge. 5 4 Bei stark ouftretenden Schwarz piIverrockstandqm
sciilossen sind w~hrend des Sdiieflens die Reinigung wiederholt

durchfiohren.
3.1.2 Sicherungssliff mot Sicherungsschelle sidhern.

3.1 3 Abloomm-Muniltion 20 mm in den Louf einfuhren 5 5 Dos von Sdhworipulverrockstanden gerainigto Gerat
und bis zumn Anschlog des Potronenbodens nods Beendigung des Sdsiof~ns einolon.
hondfest einschrouben (etwo I'/,Umdrehungen). 5 6Vor gedemn Schsiefln Rohr und Louf des Gnt. orol

3.1.4 Doppelstecker der Abkomm -Munition in die 8Ien, do sonst Schwa rz pulvet rock starido aw hesd
Steckbucttsen mit Kunststoffkern eiistecken. hoften.
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Kopf

Sicherungsstiff

Mantel SicherungsscheIi.

Lauf mit
Lodlungsraumn
und Gowindo

S~tzringIsolierter Kontaktfing
mit Kunststoffk~rn

- Kontokt-Schroub*

Sft~budis.ii
Sicherungsklammer
mit bsdhrftetem 2

Anhlnr

tit AUSSILDUNGS-SCHIESSMXRT
fur BAZOOKA 89 mm

S,


